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This section contains equipment and accessories which you may find useful during the various phases of system installation.

AUXREL32
Relay and power supply distribution board
Provides 2 relays which can be driven separately by 2 open-collector outputs. Additionally, this board 
is capable of power distribution on 3 heat-fuse protected outputs. The type “L” metal enclosure of 
SmartLiving control panels provides housing for these boards. 

LINKUSBAB
USB cable link between PC and INIM devices.

LINKUSB232CONV
RS232-USB convertor cable with adaptor.

LINKIBUS
Temporary cable link for I-BUS.

ProbeTH
Thermal Probe for battery-charge optimization.

TamperNO
Dislodgement tamper-protection device for SmartLiving control panels.

LINK232F9F9
RS232 cable link between PC and INIM devices.

Accessories

REL1INT
Single relay board.
Transforms an open-collector output into a voltage-free contact.
Operates at 12 or 24 V (selectable by means of a jumper). 
Provides 4 screw locations. Board Dimensions 45x35 mm.
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BLUVISTA

Bluvista
INIM’s cost-effective approach to intrusion detection.

Infrared detectors

Dual technology detector

INIM puts forward a line of Passive Infrared Detectors especially designed for residential applications.
The motivating price/performance ratio makes these detectors ideal for applications where cost is a key issue and performance and 
reliability cannot be overlooked.
The models below allow you to satisfy the needs of a large variety of applications.

The BM100 integrates the very best in new-generation technologies for motion sensing. The BM100 comprises a dual-technology 
piroelectric element and a microwave sensor.
As a result of digital signal analysis, it is capable of discriminating between the motion created by people and objects, thus greatly 
reducing the false-alarm rate. This high-capability device has many interesting features, such as: temperature compensation, white 
light immunity, look-down cover,  AND/OR function, alarm-pulse counter, open-casing and dislodgement tamper protection.
The stylish enclosure allows it to blend in well with various backdrops. The BM100 is suitable for a vast array of applications: homes, 
shops, banks, public and buildings.  

Bluvista is a convenient way of rounding off an intrusion control system which requires performance and reliability at a competitive price.  
INIM offers Infrared detectors, dual technology detectors and beam detectors for outdoor protection.

VISTA100 Passive infrared detector
• Detection range: 12m
• Alignment angle: 110°
• Antistrisciamento
• Bypassable alarm LED
• Adjustable alarm-pulse duration
• Automatic temperature compensation
• Operating temperature: 0°C:50°C
• Power supply voltage: 9÷16Vdc
• Current draw (max): 20mA @12Vdc
• Installation height: 2,2m
• Dimensions (HxLxD): 100x58x44mm

BIR100 Passive infrared detector
• Detection range: 10m
• Alignment angle: 110°
• Bypassable alarm LED
• Adjustable alarm-pulse duration
• Automatic temperature compensation
• Operating temperature: 0°C:50°C
• Power supply voltage:  9÷16Vdc
• Current draw (max): 20mA @12Vdc
• Installation height: 2,2m
• Dimensions (HxLxD):107x52x36,6mm

BIC100	 Ceiling mount passive
	 infrared detector
• Detection range: 6m in diameter
	 to 3.6m in height
• Alignment angle: 360°
• Digital signal analysis
• Bypassable alarm LED
• Adjustable alarm-pulse duration
• Automatic temperature compensation
• Operating temperature: 0°C:50°C
• Power supply voltage:  9÷16Vdc
• Current draw (max): 20mA @12Vdc
• Installation height: da 2,5m a 6m
• Dimensions (HxLxD):116x116x28,2mm

BIR200	 Curtain passive infrared detector
• Detection range: 6m
• Alignment angle: 15°
• White light protection
• Digital signal analysis
• Bypassable alarm LED
• Adjustable alarm-pulse duration
• Automatic temperature compensation
• Operating temperature: 0°C:50°C
• Power supply voltage:  9÷16Vdc
• Current draw (max): 20mA @12Vdc
• Dimensions (HxLxD): 80x34,5x28mm

BIM100 Dual technology detector
• Detection range: 12m in diameter x 12m
• Digital signal analysis
• X band strip-line antenna
• Alarm pulse counter
• Automatic temperature compensation
• White light immunity: above 10000LUX
• Look-down cover

• AND/OR function
• Double tamper protection: open cover ad dislodgement
• Operating temperature: 0°C to +50°C (14F to 122F)
• Power supply voltage:  9 to 16Vdc
• Current draw (max): 35mA @12Vdc
• Installation height: da 2.2m
• Dimensions (HxWxD):120x58x43mm
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S M A R T L I V I N G

Order codes

BB-L100: bracket type “L” for BD-D.	 BB-T100: bracket type “T” for BD-D.
BB-L200: bracket type “L” for BD-T and Q.	 BB-T200: bracket type “T” for BD-T and Q.

Brackets for photoelectric beam detectors

Photoelectric beam detectors

Security professionals and final users alike put emphasis on the increasing need for perimeter protection. 
The penchant is for “fast” intrusion detection, attributable to the evident advantages of the early warning of such events.
To satisfy this need, INIM offers a complete line-up of Photoelectric beam detectors.
The line-up includes dual, triple and quad photoelectric beam detectors with outdoor ranges of 60 to 200 metres.

BD-D060/D100

BD-T100/T200

BD-Q100/Q200

Dual photoelectric detectors Triple photoelectric detectors Quad photoelectric detectors
model BD-D060 model BD-D100 model BD-T100 model BD-T200 model BD-Q100 model BD-Q200

Detection method Infrared Infrared Infrared
Beam features Dual beams Triple beams Quad beams
Outdoor range 60m 100m 100m 200m 100m 200m
Indoor range 180m 300m 300m 600m 300m 600m
Intervention time Selectable from 50 to 700ms Selectable from 50 to 700ms Selectable from 50 to 700ms
Power supply From 12Vdc to 24Vdc From 12Vdc to 24Vdc From 12Vdc to 24Vdc
Current consumption 55mA max 65mA max 80mA max 100mA max 100mA max 105mA max
Alarm output Form C relay (30Vdc, 0,5A) Form C relay (30Vdc, 0,5A) Form C relay (30Vdc, 0,5A)
Open-cover
tamper output

Form C relay
(receiver only)

Form C relay
(receiver only)

Form C relay
(receiver only)

Horizontal adjustment +/- 90° +/- 90° +/- 90°
Vertical adjustment +/- 5° +/- 10° +/- 10°
IP grade IP54 IP54 IP54
Dimensions (HxLxD) 170x82x80mm 270x90x100mm 345x110x105mm
Weight (transmitter 
and receiver)

650g 2168g 3100g

Order codes

BD-D060: Dual photoelectric detector, range 60m. BD-D100: Dual photoelectric detector, range 100m.

Order codes

BD-T100: Triple photoelectric detector, range 100m. BD-T200: Triple photoelectric detector, range 200m.

Order codes

BD-Q100: Quad photoelectric detector, range 100m. BD-Q200: Quad photoelectric detector, range 200m.
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INIM Software

SmartLeague Programming Software
Programming and control software for INIM devices.
This software allows operators to program the parameters of INIM devices on site or from 
remote locations, via modem or compatible network interface.

SmartLook  Monitoring Software
Centralized monitoring  software for INIM Fire alarm and Intrusion detection systems.
This computer software is capable of activating maps and icons relating to each individual 
event. Additionally, it allows the operator to interact with the system in real-time.
If used with intrusion detection systems, it allows the operator to view the status of the 
inputs, activate outputs, perform arm/disarm/bypass operations, interact with the video 
input, etc.
The system is also able to manage different user-access levels. 

Computer software plays a major role in today’s world of intrusion control. In fact, the visualization and interactive clarity it provides 
significantly widens the programming panorama of device capabilities.
However, device programming is not the only field of application for computer software, it can also be employed in the fields of 
intrusion control, videosurveillance and fire detection.
The days of the LED synoptic panel are gone, currently installer companies must provide real-time interaction, and that is where we 
come in.
INIM’s computer software combines all the advantages of being smartly uncomplicated with the capacity of providing the best 
solutions for all types of monitoring and control applications. 

SmartLeague

SmartLook






